Appendix B
Canterbury Historic District Commission

Application for Certificate of Approval
Preliminary Meeting: If desived, prior to the completion of an application, applicants may request a “preliminary meeting” to provide an
opportunity for the HDC to become acquainted with the proposed project and to help the applicant ascertain what information is required to
complete the application and to present at the public hearing. The “preliminary meeting™ is a non-binding, working session. A short written
deseription of the work to be performed, including a diagram, sketch, or plan illustrating the projected are helpful, as are photographs of the
existing site and/or building which will be impacted by the projected.

Application: Please review the following regulations and procedures in completing the application. The HDC will render a decision on the
completed application within ten days of the public hearing.

: 107-28000
Property Address l | K imh al ' ()0 "(" ﬂoﬁd Map 7 Lot
Property Owner | hamay 1+ Emily Pe.r let Applicant (G G.me)
address mb U ol address
phone phone
cmail email

Type of Prpject (fee), please check the applicable category (note: this is not a fee for a building permit)
W New Construction ($100)

L Renovation or addition ($100) Notification Kee: $15 per abutter letter

[ Aceessory building ($70) Number of abutters who need certified mail; =3
[ Repair of an existing structure® ($35) x SIS
L) Demolition of an existing structure ($100) =$_4Y§
L) Construction or removal of fenees or stone walls ($35) ’ L.l S’

[Z) Change in natural features* ($35) Total Fees = §

() Solar panels, rooftop or ground mount ($35)
[ Work in proximity to a known archacological site* and/or cemeteries ($35)

Note: * see glossary on reverse side of this form for definitions. . Q. " b ’ g
Project Deseription (provide a brief description of the project, use additional sheets are required). On sicle of b‘é‘*“\sf cny Dara - (eplarcn &
b(i‘l‘:kk doer_with a £3"¥ 23" window with matkching  Sigie snd Aesion W __remamdng codews i
i dus e, s - - i

List of Abutters: attach a list of the abutters provided by the Land Use Office (name, address, and map/lot) _ \0-12 wee \cy @ Crer jz‘,n,l.)
o S N (-,(‘c./\.‘ ~e
Project Schedule - The project is scheduled to begin on iz /lO Z6 and to be completed by | 7—/2"“-"6 B g 6“;/ whieh will
mnv/dd/yyyy mm/dd/yyyy Sfate i .
Application Contents (sec HDC “Regulations” (or content requirements ) happen enc "qa o
Applicant Town fwom Hl)(, P
Yes Yes No
Site Plan - 1/4" scaled plans showing footprint of existing and proposed improvements, E/JV. [_) [_]
boundaries, setbacks, circulation, and landscaping (existing/proposed) o
Architectural details - 1/4" seale plans and sketches (as applicable): including but not limited I vr ] ] [ 7!
to windows, doors, moldings and trim, railings, masonry, brackets, shutters, ete. o S (S
Materials deseription - specification sheets and/or samples of proposed building materials U/'/ { [ L ]
Photographs - dated photographs of existing buildings and site suitable for recording [_Vr [ | [ |

Waiver of Hearing Requested: Pursuant to the criteria set forth in Article 5(B), the applicant requests a waiver of hearing, Yes No & P

Signature(s)
Applicant, if different than the property owner: Date

Property Owner : F /—"/./ ﬂ "4“/ Date 3/ ' 0/ 26

The above named owner and applicant recognize the: property is situated in the Historic District of the Tow Qb Naoy 7 1‘]:1 i WVl e\l that
the informaiton contained it the application is true to the best of our knowledge and request that the HDC consider the el fok Wie abqve refdy'dnedd-pr V.

AUG 11 2026

IRbv16/26)

BY




11

Glossary
(Printed on reverse side of application)
Existing structure - A primary or accessory building or site improvement intended 10 improve the function, utility, or appeal of a property.

Natural features - A property’s general and/or specific attributes including soils, minerals, topography, sitviculture, vegetation, drainage, and water courses which are part
of a site’s Jandscape characteristics,

Archaeological site - Location of material cullural remains of past human life and activitics (fossils, relics, artifacts, and monuments).

f
Waiver of Hearing Requested: Pursuant to the criteria set forth in Article 5(B), the applicant requests a waiver of hearing. Yes No X

HDC Chair Name Approved Denied_
Signature Date

Selectboard Rep Name Approved Depied
Signature Date

Waiver Notes:

(Rev 6/206)
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Celebrating 40 Years

Emily & Thomas Perlet
Project

11 Kimble Pond Rd, Canterbury, NH 03224
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Project Description
Ilome owner needs to reframe to make the rough opening 26 1/2 x 63 1/2 beforehand

Includes White composite exterior casing / no interior (rim



RO-63.5"

63“

26"

- RO - 26.5"

Elevation

ot

Right gable end

Options
Description:
Size Options:
Measurement Type:
Overall Frame Width (Inches):
Overall Frame Height (Inches):
Rough Opening Width (Inches):
Rough Opening Height (Inches):
Frame Width (Inches);
Frame Height (Inches):
Sash Split:
Application Type:
Unit Type:
Transactional Order Type:
Unit Color:
Prefinished Unit:
Painted Color Location:

Touch-Up Paint:

ENERGY STAR® Performance Packages:

Other Performance Packages:
Overall Glass Thickness:
Glazing Type:

Glass Type:

Gas Filled:

Glass Strength;
Tempered :

Glass Tint:

Custom Annealed IG:
Custom Temp 1G:

1G MFG:

Grille Type:

Grille Color:

Painted Grille:

Grille Pattern:

Top Grille Division Type:

Classic DH Classic Fully Welded Double Hung

Custom Size
Frame Size

26

63

26.5

63.5

26

63

Even

New Construction
Complete Unit
Charge Order
White

No

None

No

SunGain PLUS
SunGain PLUS
11/16"

Double Glazed
Double Low-I 180 RS
Argon Filled
Douible Strength
Yes

Clear

No

Yes

CL

Contour In-Glass
Match Frame
No

Colonial

Standard



Bottom Grille Division Type:
Bottom Bring Vertical Bars Through:
‘Top Number High:

Bottom Number High:

Top Number Wide:

Bottom Number Wide:

Special Grid Drawing Required;
Foam Filled:

Continuous Foam Insulation Install Method:
Sill rise extender :

Foam Wrap (Pre-Applied):
Progran:

Lock Brand:

Label Name:

Lock Option:

Custodial Lock:

Hardware Color:
Reinforcement Options:

Sash Limit Devices:

Tilt Latch Limiter;

Pin Top Sash:

Extend Balance Covers to Limit Bottom Sash
Opening:

Lift Rail Options:

Sareen Option:

Full Screen Mullion:

Screen Wire:

Screen Shipping Separate:
Acoustical Package:

Design Pressure (DP50) Upgrade:
Design Pressure Rating:

Head Expander:

Sill Extender Type:

Exterior Casing:

Nailing Fin Option:

Inside Extension Jamb Receiver Pocket:

Head Reinforced:

Standard
Yes
2

No

No

No

No

No

Private Label
Harvey Lock
Granite State Glass
Single

No

Match Frame
None

Night Latch
No

No
No

None/Standard
Full Extruded
Yes

Fiberglass Mesh
No

No

No

DP40

No

None

None

J-Channel Pocket Filler
No

No



Sill Reinforced:

Left Jamb Reinforced:

Right Jamb Reinforced;

Complete Interior Trim Kit

Panning Systern:

2-Piece Aluminum Receptor System;
Extension Jamb Option:
Comment/Room:

NFRC CPD Number:

NFRC CPD Number:

E.Star Zone: North:

E.Star Zone: North-Central:

E.Star Zone: South:

E.Star Zone: South-Central:

Overall Frame Width (Inches):
Overall Frame Height (Inches):
Overall Rough Opening Width (Inches):
Overall Rough Opening Height (Inches):
Glass Width:

Al Lower Glass Glass Width:

A1 Upper Glass Glass Width:

Glass Height:

Clear Opening Width:

Clear Opening Height:

Clear Opening Square Footage:
U-Factor:

SHGC:

VT:

Add Comment;

Add Wrap Comment:

MTS Door:

Construction Method:

Double Hung New Construction Window Labor;
Labor:

Exterior PVC 5/4 3 Sides, Sill Nose- Single
Window:

No

None

Right gable end
HII-M-48-05209-00002
HII-M-48-05209-00002
Yes

No

No

No

26

63

265

63.5

Answers Differ
20.6875
19.6875

28.875

21

26.375

3.85

0.25

0.42

0.52

No

No

No

Fully Welded

Labor to Install

Exterior Composite 5/4"X 4" Casing on 3 Sides
with Sill Nose, Installed with Cortex Fasteners



Containment, disposal and clean up performed
Lead Safe Practices per Opening: by a RRP certified installed for VT, NH, ME and
MA





